
/// With the VZN series of ultrafiltration systems, 
operations can deliver high-quality ingredient 
water to the entire beverage portfolio while also 
minimizing operating costs compared to other 
filtration systems.

The VZN series ensures superior water quality through a combination of 
technologies. Each system features a self-cleaning ultrafilter ahead of a chlorine 
cartridge, separating mechanical filtration from taste and odor reduction. This 
separation eliminates premature clogging to ensure the full stated life expectancy of 
the cartridge, which means less spending on replacement cartridges.

Systems are also available with an additional cartridge that utilizes template-assisted 
crystallization (TAC) technology to protect equipment against lime scale buildup.

The VZN series provides operations with premium water at a lower total cost of 
ownership, ensuring you have an immediate measurable return on investment 
without compromising on quality.

®

Ultrafiltration System | VZN

	 FEATURES:

/// .015 micron ultrafilter removes particles 33 times finer than .5 micron filtration, 
	 assuring consistent high quality water.

/// Self-cleaning particle reduction assures low maintenance costs.

/// Separation of mechanical filtration from taste and odor reduction assures long 		
	 time between cartridge changes.

/// Systems with a TAC cartridge reduce lime scale by 96– 98% without using chemicals
	 or wasting water.

/// Maintains good water minerals that provide benefits to customers’ health while 		
	 also creating high-quality drinks.

/// Systems are also available for chloramine reduction (tested and verified by independent
    laboratory testing).
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Systems tested and  
certified by NSF International 

against NSF/ANSI:
Standard No. 42: Aesthetic Effects 

Nominal Particulate Reduction 
Class I.

Standard No. 53: Health Effects 
Cyst Reduction Turbidity Reduction 

as verified and substantiated by 
test data.

VZN-541V

VZN-521H-T5 VZN-521H
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///	Maximum Operating Pressure: 100 psig (690 kPa)

///	Maximum Operating Temperature: 104°F (40°C)

///	Nominal Pore Size: .015 microns

///	pH Range: 6.5 to 8.5

///	MWCO: 100 to 150 kD

///	Volts: 100 to 240

///	Watts: 10

///	Amps: .08

///	Hertz: 50/60

///	Includes plug adapters for US, Europe, Australia & UK

Model &
Mfg. No.

Max Flow
Rate

Description
Carbon
Lifespan

UF 
Length

Inlet Outlet Drain Rinse Width Depth Height
Operating

Weight
Shipping
Weight

VZN-511V
9710122

5.2 gpm* 
(19 lpm)

Vertical system with 
one carbon cartridge 1 year 10" 

(25 cm)
3/4" 
FNPT

3/4" 
FNPT

3/4" 
FNPT

3/4" 
GHT

25" 
(63.5 cm)

9" 
(23 cm)

27" 
(69 cm)

57 lbs. 
(25.8 kg)

40 lbs. 
(18.1 kg)

VZN-520H
9710109

8 gpm** 
(30 lpm)

Horizontal system with-
out a carbon cartridge N/A 20" 

(51 cm)
3/4" 
FNPT

3/4" 
FNPT

3/4" 
FNPT

3/4" 
GHT

31" 
(79 cm)

9" 
(23 cm)

17" 
(43 cm)

40 lbs. 
(18 kg)

44 lbs.
(20 kg)

VZN-521H
9710106

8 gpm** 
(30 lpm)

Horizontal system with 
one carbon cartridge 1 year 20" 

(51 cm)
3/4" 
FNPT

3/4" 
FNPT

3/4" 
FNPT

3/4" 
GHT

31" 
(79 cm)

9" 
(23 cm)

39" 
(99 cm)

67 lbs. 
(31 kg)

48 lbs. 
(21.8 kg)

VZN-521H-T5 
9710104

8 gpm** 
(30 lpm)

Horizontal system with 
one carbon cartridge 

and one TAC cartridge
1 year 20"

 (51 cm)
3/4" 
FNPT

3/4" 
FNPT

3/4" 
FNPT

3/4" 
GHT

33" 
(84 cm)

9"
 (23 cm)

39" 
(99 cm)

82 lbs.
 (37 kg)

60 lbs. 
(27.2 kg)

VZN-541VE
9710111

8 gpm**** 
(30 lpm)

Vertical  
system with one 

extended life carbon 
cartridge

255,000 
gallons 

(965.3 m3)

40" 
(102 cm)

3/4" 
FNPT

3/4" 
FNPT

3/4" 
FNPT

3/4" 
GHT

25" 
(63.5 cm)

9"
(23 cm)

50"
(127 cm)

83 lbs.
 (38 kg)

59 lbs. 
(26.8 kg)

VZN-540H
9710121

15 gpm***
(57 lpm)

Horizontal system 
without a carbon 

cartridge
N/A 40"

 (102 cm)
3/4" 
FNPT

3/4" 
FNPT

3/4" 
FNPT

3/4" 
GHT

50" 
(127 cm)

9"
 (23 cm)

17"
 (43 cm)

54 lbs. 
(25 kg)

52 lbs. 
(23.6 kg)

VZN-541H
9710119

15 gpm***
(57 lpm)

Horizontal system with 
one carbon cartridge 1 year 40"

 (102 cm)
3/4" 
FNPT

3/4" 
FNPT

3/4" 
FNPT

3/4" 
GHT

50" 
(127 cm)

9"
 (23 cm)

39" 
(99 cm)

83 lbs.
 (38 kg)

56 lbs. 
(25.4 kg)

VZN-541H-T5 
9710117

15 gpm*** 
(57 lpm)

Horizontal system with 
one carbon cartridge 

and one TAC cartridge
1 year 40" 

(102 cm)
3/4" 
FNPT

3/4" 
FNPT

3/4" 
FNPT

3/4" 
GHT

50" 
(127 cm)

9"
 (23 cm)

39" 
(99 cm)

98 lbs. 
(44 kg)

68 lbs. 
(30.8 kg)

VZN-541V 
9710113

15 gpm*** 
(57 lpm)

Vertical system with 
one carbon cartridge 1 year 40" 

(102 cm)
3/4" 
FNPT

3/4" 
FNPT

3/4" 
FNPT

3/4" 
GHT

25" 
(63.5 cm)

9"
 (23 cm)

50"
(127 cm)

83 lbs. 
(38 kg)

59 lbs. 
(26.8 kg)

VZN-541V-T5 
9710115

15 gpm***
(57 lpm)

Vertical system with 
one carbon cartridge 

and one TAC cartridge
1 year

40" 
(102 cm)

3/4" 
FNPT

3/4" 
FNPT

3/4" 
FNPT

3/4" 
GHT

36"
(91 cm)

9"
 (23 cm)

50"
(127 cm)

98 lbs.
 (44 kg)

74 lbs. 
(33.6 kg)

VZN systems ensure the highest quality ingredient water at 
the lowest cost of ownership for premium water filtration. 
Each system combines innovative technologies to deliver 
better tasting, ultrafiltered water. Our complete line of water 
filtration products ensure we have the system to meet your 
specific needs.

*NSF certified at 5.2 gpm (19.71 lpm). **NSF certified at 7.9 gpm (29.9 lpm). 	 ***NSF certified at 13 gpm (49.2 lpm). 	****NSF certified at 7.7 gpm (29.1 lpm). 

Specifications



/// With the VZN series of ultrafiltration systems, 
operations can deliver high-quality ingredient 
water to the entire beverage portfolio while also 
minimizing operating costs compared to other 
filtration systems.

The VZN series ensures superior water quality through a combination of 
technologies. Each system features a self-cleaning ultrafilter ahead of a chloramine 
cartridge, separating mechanical filtration from taste and odor reduction. This 
separation eliminates premature clogging to ensure the full stated life expectancy of 
the cartridge, which means less spending on replacement cartridges.

Systems are also available with an additional cartridge that utilizes template assisted 
crystallization (TAC) technology to protect equipment against lime scale buildup.
The VZN series provides operations with premium water at a lower total cost of 
ownership, ensuring you have an immediate measurable return on investment 
without compromising on quality.

®

Ultrafiltration System with Chloramine Reduction | VZN

	 FEATURES:

/// .015 micron ultrafilter removes particles 33 times finer than .5 micron filtration, assuring 	
	 consistent high quality water.

/// Self-cleaning particle reduction assures low maintenance costs.

/// Separation of mechanical filtration from taste and odor reduction assures long time 	
	 between cartridge changes.

/// Systems with a TAC cartridge reduce lime scale by 96– 98% without using chemicals
	 or wasting water.

/// Maintains good water minerals that provide benefits to customers’ health while 		
	 also creating high-quality drinks.

/// Chloramine systems tested and verified by independent laboratory testing to 		
	 NSF/ANSI Standard 42 for 21,000 gallons chloramine reduction at 5 gpm flow. VZN
	 systems can support a higher instantaneous peak flows as specified on the 		
	 capacities specification chart; however, rated chloramine reductions will occur at 	
	 verified specified rates.
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VZN-541VC

VZN-521HC-T5 VZN-521HC

Systems tested and certified 
by NSF International  
against NSF/ANSI:

Standard No. 42: Aesthetic Effects 
Nominal Particulate Reduction 

Class I.
Standard No. 53: Health Effects  

Cyst Reduction  
Turbidity Reduction 

as verified and substantiated  
by test data.
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///	Maximum Operating Pressure: 100 psig (690 kPa)

///	Maximum Operating Temperature: 104°F (40°C)

///	Nominal Pore Size: .015 microns

///	pH Range: 6.5 to 8.5

///	MWCO: 100 to 150 kD

///	Volts: 100 to 240

///	Watts: 10

///	Amps: .08

///	Hertz: 50/60

///	Includes plug adapters for US, Europe, Australia & UK

Specifications

Model &
Mfg. No.

Max Flow
Rate

Description
Carbon
Lifespan

UF 
Length

Inlet Outlet Drain Rinse Width Depth Height
Operating

Weight
Shipping
Weight

VZN-521HC 
9710107

7.9 gpm◊ 
(29.9 lpm)

Horizontal system 
with one chloramine 

cartridge
1 year 20" 

(51 cm)
3/4" 
FNPT

3/4" 
FNPT

3/4" 
FNPT

3/4" 
GHT

31" 
(79 cm)

9" 
(23 cm)

39" 
(99 cm)

67 lbs. 
(31 kg)

48 lbs. 
(21.8 kg)

VZN-521HC-T5 
9710105

7.9 gpm◊ 
(29.9 lpm)

Horizontal system 
with one chloramine 

cartridge and one TAC 
cartridge

1 year 20" 
(51 cm)

3/4" 
FNPT

3/4" 
FNPT

3/4" 
FNPT

3/4" 
GHT

33" 
(84 cm)

9"
 (23 cm)

39" 
(99 cm)

82 lbs.
 (37 kg)

60 lbs. 
(27.2 kg)

VZN-541HC
9710120

13 gpm◊ 
(49.2 lpm)

Horizontal system 
with one chloramine 

cartridge
1 year 40" 

(102 cm)
3/4" 
FNPT

3/4" 
FNPT

3/4" 
FNPT

3/4" 
GHT

50" 
(127 cm)

9"
 (23 cm)

39"
 (99 cm)

83 lbs.
 (38 kg)

56 lbs. 
(25.4 kg)

VZN-541HC-T5 
9710118

13 gpm◊ 
(49.2 lpm)

Horizontal system 
with one chloramine 

cartridge and one TAC 
cartridge

1 year 40" 
(102 cm)

3/4" 
FNPT

3/4" 
FNPT

3/4" 
FNPT

3/4" 
GHT

50" 
(127 cm)

9"
 (23 cm)

39"
 (99 cm)

98 lbs.
 (44 kg)

68 lbs. 
(30.8 kg)

VZN-541VC
9710114

13 gpm◊ 
(49.2 lpm)

Vertical system with 
one chloramine 

cartridge
1 year 40" 

(102 cm)
3/4" 
FNPT

3/4" 
FNPT

3/4" 
FNPT

3/4" 
GHT

25" 
(63.5 cm)

9"
 (23 cm)

50"
(127 cm)

83 lbs. 
(38 kg)

59 lbs. 
(26.8 kg)

VZN-541VC-T5
9710116

13 gpm◊ 
(49.2 lpm)

Vertical system with 
one chloramine 

cartridge and one TAC 
cartridge

1 year 40" 
(102 cm)

3/4" 
FNPT

3/4" 
FNPT

3/4" 
FNPT

3/4" 
GHT

36" 
(91 cm)

9"
 (23 cm)

50"
(127 cm)

98 lbs. 
(44 kg)

74 lbs. 
(33.6 kg)

VZN systems assure the highest quality ingredient water at 
the lowest cost of ownership for premium water filtration. 
They combine technologies into one system to deliver 
better-tasting, ultrafiltered water. Our complete line of water 
filtration products ensure we have the system to meet your 
specific needs.

◊Chloramine reduction of 21,000 gallons at 5 gpm flow.



Systems tested and certified 
by NSF International against 

NSF/ANSI:

Standard No. 42: Aesthetic 
Effects Nominal Particulate 

Reduction Class I.

Standard No. 53: Health 
Effects Cyst Reduction 

Turbidity Reduction as ver-
ified and substantiated by 

test data.



/// Control lime scale on foodservice equipment 
with Template-Assisted Crystallization (TAC) 
technology.

Lime scale is one of the most significant maintenance problems for foodservice 
and commercial markets. For years, water softeners have been virtually the only 
means for treating hard water, but another method is available—Template-Assisted 
Crystallization (TAC) technology.

The TAC Systems use a unique technology to convert hard, dissolved minerals left 
behind into harmless, inactive microscopic crystals. These crystals are relatively 
insoluble, effectively isolated from the water chemistry and anything that the water 
contacts.

Tested by an independent laboratory against the international protocol for scale 
prevention—TAC achieved a 99.6% effective rating, which is higher than any other 
water softener alternative.

®

Template-Assisted Crystallization Systems | TAC

	 FEATURES:

/// Scale-reducing technology assures reduced service on equipment by decreasing lime 	
	 scale.

/// Maintains good water minerals that provide benefits to customers’ health while also 	
	 creating high-quality drinks.

/// No chemicals added to ingredient water to assure no off tastes in drinks.

/// No cleaning needed assures no water waste.

/// Extremely efficient—5 second contact time regardless of hardness level.

/// Long-lasting media.

/// No salt or other regenerates required.

/// No control valve or electricity required.
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Dimensions

Model &
Mfg. No.

Width
(A)

Depth
(B)

Height
(C)

Operating 
Weight

TAC-01
9700903

5 1/2" 
(14 cm)

6 1/2" 
(17 cm)

15 1/2" 
(39 cm)

10 lbs. 
(4.5 kg)

TAC-02
9700906

5 1/2" 
(14 cm)

6 1/2"
 (17 cm)

26" 
(66 cm)

20 lbs.
 (9 kg)

TAC-05
9700905

7 1/2" 
(19 cm

9" 
(23 cm)

22" 
(56 cm)

20 lbs.
 (9 kg)

///	 Coffee and Tea Brewers

///	 Steamers

Applications

Shipping  Dimensions

Model &
Mfg. No.

Length Width Height Weight

TAC-01
9700903

17" 
(43 cm)

12" 
(30 cm)

18"
 (46 cm)

8 lbs.
(3.6 kg)

TAC-02
9700906

27" 
(69 cm)

19" 
(48 cm)

17" 
(43 cm)

12 lbs.
(5.4 kg)

TAC-05 
9700905

27" 
(69 cm)

19" 
(48 cm)

17" 
(43 cm)

12 lbs.
(5.4 kg)

Replacement Cartridges

Mfg. No. Item

7000708 TAC-01 Cartridge

7000716 TAC-02 Cartridge

 7000554 TAC-05 Cartridge

Specifications

Model &
Mfg. No. 

Maximum 
Flow Rate

Inlet Outlet

TAC-01 
9700903

1 gpm
(3.8 lpm)

3/4" FNPT 3/4" FNPT

TAC-02
 9700906

2 gpm
(7.6 lpm)

3/4" FNPT 3/4" FNPT

TAC-05
 9700905

5 gpm
(18.9 lpm)

1" FNPT 1" FNPT

Water Chemistry Specifications

TAC Systems

pH 6.5 to 8.5

Max. Hardness 75 grains (1300 ppm CaCO3)

Temperature 41°F to 100°F (5°C to 38°C)

Chlorine < 3 ppm

Iron 0.3 mg/l

Manganese 0.05 mg/l

Copper 1.3 mg/l

Oil & H2S Remove prior to TAC

Foodservice & Institutional

Foodservice & Institutional
///	 Hotels, Hospitals, Apartments, Car Washes, Restaurants, etc.

///	 RO Pretreatment

///	 Humidifiers, Evaporative Cooling

///	 Instantaneous or Tankless Water Heaters

Note: Flow-to-drain, blow-down valve, or self-cleaning procedure 
recommended for any equipment using hot water that follows a TAC system.

A

C

B

A

C

B

A

C

B

TAC-01

TAC-02
TAC-05



Experience a new freedom in foodservice water treat-
ment with ClearBev, an economical solution to filtration 
does not compromise on quality or performance. The 
CBE series of systems is interchangeable with the legacy 
Everpure® products while meeting or exceeding their per-
formance standards.

The CBE systems fit within any operation. Each system 
includes a mono-block plastic header that offers fewer 
leak points as well as a lower pressure drop across the 
system. Each header features a high-quality stainless steel 
bracket for added durability and simple installation. 

Systems are available in eight different configurations and 
can be assembled with an assortment of cartridges to ad-
dress any specific set of filtration needs.

FEATURES

 ■ Cartridges available for taste and odor, sediment, and 
scale reduction.

 ■ Mono-block plastic header offers fewer leak points and 
a lower pressure drop.

 ■ Includes high-quality stainless steel wall mounting 
bracket for easy installation.

 ■ Equipped with water pressure gauge.

 ■ Optional prefilter available to reduce dirt-loading and 
prolong the life of the cartridge.

ClearBev Microfiltration Systems | CBE

®

ex. Triple Head Parallel Flow

ex. Twin Head Parallel Flow with Scale Reduction

Inlet

Inlet

Outlet

Outlet

Carbon

Carbon Carbon Carbon

Carbon Phosphate

Ice/Brew

CBE-TR 
with three CBE-3200 

cartridges

CBE-QD 
with four CBE-3200 

cartridges

CBE-TW 
with two CBE-3200 

cartridges

Cartridges Independently tested by 
manufacturer to NSF/ANSI Standard 42

Experience a new freedom in foodservice water treat-
ment with ClearBev, an economical solution to filtration 
does not compromise on quality or performance. The 
CBE series of systems is interchangeable with the legacy 
Everpure® products while meeting or exceeding their per-
formance standards.

The CBE systems fit within any operation. Each system 
includes a mono-block plastic header that offers fewer 
leak points as well as a lower pressure drop across the 
system. Each header features a high-quality stainless steel 
bracket for added durability and simple installation. 

Systems are available in eight different configurations and 
can be assembled with an assortment of cartridges to ad-
dress any specific set of filtration needs.

FEATURES

 ■ Cartridges available for taste and odor, sediment, and 
scale reduction.

 ■ Mono-block plastic header offers fewer leak points and 
a lower pressure drop.

 ■ Includes high-quality stainless steel wall mounting 
bracket for easy installation.

 ■ Equipped with water pressure gauge.

 ■ Optional prefilter available to reduce dirt-loading and 
prolong the life of the cartridge.

ClearBev Microfiltration Systems | CBE

®

ex. Triple Head Parallel Flow

ex. Twin Head Parallel Flow with Scale Reduction

Inlet

Inlet

Outlet

Outlet

Carbon

Carbon Carbon Carbon

Carbon Phosphate

Ice/Brew

CBE-TR 
with three CBE-3200 

cartridges

CBE-QD 
with four CBE-3200 

cartridges

CBE-TW 
with two CBE-3200 

cartridges

Cartridges Independently tested by 
manufacturer to NSF/ANSI Standard 42

/// Experience an economical solution to 
filtration that does not compromise on quality or 
performance.

The CBE series of systems is interchangeable with Everpure® products while meeting 
or exceeding their performance standards.

The CBE systems fit within any operation. Each system includes a monoblock plastic 
header that offers fewer leak points as well as a lower pressure drop across the system. 
Each header features a high quality stainless steel bracket for added durability and 
simple installation.

Systems are available in eight different configurations and can be assembled with an 
assortment of cartridges to address any specific set of filtration needs.

®

ClearBev Microfiltration Systems | CBE

	 FEATURES:

/// Cartridges available for taste and odor, sediment, and scale reduction.

/// Mono-block plastic header offers fewer leak points and a lower pressure drop.

/// Includes high-quality stainless steel wall mounting bracket for easy installation.

/// Equipped with water pressure gauge.

/// Optional prefilter available to reduce dirt-loading and
	 prolong the life of the cartridge.
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CBE-TR
with three CBE-3200 cartridges

CBE-QD
with four CBE-3200 cartridges

CBE-TW
with two CBE-3200 cartridges

CBE-TR
(Triple Head Parallel Flow)

CBE-TW+SR
(Twin Head Parallel Flow with Scale Reduction)

Inlet

Inlet

Carbon

Carbon Carbon Carbon

Carbon Phosphate

Ice/Brew

Outlet
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Headers

Cartridges

Description
Model & Mfg.

Number
No. of Cartridges

Scale 
Reduction 

Compatible
Width Depth Height

Operating 
Weight

Select from the eight brackets available 
based on your needs and the 
application. All brackets have a 1/2" OD 
inlet and outlet connection.

Models CBE-S+SR, CBE-TW+SR, CBE- 
TR+SR, and CBE-QD+SR are designed 
to utilize a scale reduction cartridge for 
dispensing water to ice machines.

Keep a minimum clearance of 2" (5 cm) 
under the cartridge when mounting the 
system so the cartridge can be easily 
removed and replaced.

CBE-S 
7100151

1 No
5" 

(13 cm)
5 1/2" 
(14 cm)

21 3/4"
 (55 cm)

8.3 lbs. 
(3.7 kg)

CBE-TW 
7100152

2 No
10" 

(25 cm)
5 1/2" 
(14 cm)

21 3/4"
 (55 cm)

16.6 lbs.
 (7.5 kg)

CBE-TR 
7100153

3 No
14" 

(36 cm)
5 1/2" 
(14 cm)

21 3/4"
 (55 cm)

25 lbs. 
(11.3 kg)

CBE-QD 
7100154

4 No
18" 

(46 cm)
5 1/2" 
(14 cm)

21 3/4"
 (55 cm)

33.2 lbs.
 (15 kg)

CBE-S+SR 
7100156

2 Yes
7" 

(18 cm)
5 1/2" 
(14 cm)

21 3/4"
 (55 cm)

16.6 lbs.
 (7.5 kg)

CBE-TW+SR 
7100157

3 Yes
13" 

(33 cm)
5 1/2" 
(14 cm)

21 3/4"
 (55 cm)

25 lbs. 
(11.3 kg)

CBE-TR+SR 
7100158

4 Yes
17" 

(43 cm)
5 1/2" 
(14 cm)

21 3/4"
 (55 cm)

33 lbs. 
(15 kg)

CBE-QD+SR 
7100159

5 Yes
21" 

(53 cm)
5 1/2" 
(14 cm)

21 3/4"
 (55 cm)

41 lbs. 
(18.6 kg)

Description
Model

Number
Single Pack

Part No.
Multi Pack 

Part No.
Flow
Rate

Filter
Life

Micron
Rating

Chlorine 
Reduction
(Chemical)

Sediment
Reduction

Scale
Reduction

Select from four cartridges to configure 
the system you need based on the 
required flow rate, filter life, and reduc-
tion capabilities. For brackets that hold 
multiple cartridges, order the multi pack.

The multi pack includes 6 cartridges.

All ClearBev cartridges are made of a 
recyclable plastic that is high impact and 
high strength. These encapsulated filter 
cartridges also feature a quick-change 
connector for a sanitary, hassle-free 
installation and require no preactivation.

CBE-3100 7100122 7100132
2.1 gpm 
(7.9 lpm)

14,000 
gal 

(52,996 
liters)

5 Yes Yes No

CBE-3100S 7100123 7100133
2.1 gpm 
(7.9 lpm)

14,000 
gal 

(52,996 
liters)

5 Yes Yes Yes

CBE-3200 7100124 7100134
2.1 gpm 
(7.9 lpm)

31,000 
gal 

(117,347 
liters)

0.5 Yes Yes No

CBE-3200S 7100125 7100135
2.1 gpm 
(7.9 lpm)

31,000 
gal 

(117,347 
liters)

0.5 Yes Yes Yes

Prefilters

Description
Model &
Mfg. No.

Inlet Outlet Description Width Depth Height
Operating 

Weight

Install an optional 10 micron prefilter 
to reduce the dirt loading on the 
carbon block of the ClearBev cartridge, 
which will prolong the life of the 
cartridge.

Keep a minimum clearance of 2" (5 
cm) under the prefilter system for easy 
cartridge change.

PF-10
7100048

3/4" FNPT 3/4" FNPT 10" Prefilter System
5 1/2"

 (14 cm)
5 1/2" 
(14 cm)

14" 
(36 cm)

7.3 lbs. 
(3.3 kg)

PF-20
7100049

3/4" FNPT 3/4" FNPT 20" Prefilter System
5 1/2" 
(14 cm)

5 1/2" 
(14 cm)

24 1/8" 
(61 cm)

14.7 lbs. 
(6.7 kg)

F-1010
7100040

N/A N/A
10" Replacement 

Cartridge
N/A N/A N/A N/A

F-2010
7100041

N/A N/A
20" Replacement 

Cartridge
N/A N/A N/A N/A




